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SPECIFICATION
RATED VOLTAGE (VM)DC 5 JST XHP-6
AMPS /WINDING 0.5 |
RESISTANCE /WINDING Rm (Ohms)@25'] 10+10% i
INDUCTANCE /Winding mH @1KHz 2.08+20% ~— 16MAX —~
STEP ANGLE (DEG) 75
STEP ACCURACY (NON—ACCUM) 18%
HOLDING TORQUE (g-cm) 120 +HIRING DIAGRAM
ROTOR INERTIA (g—cmd 1 0y EEJ
WEIGHT on 38 FULL STEP 2 _u_|_>m_ml_mx.. Aooz_v BLK
MAXIMUM_STARTING PULSE RATE/pps WHEN_FACING MOUNTING END (X) PIN_NO.| LEADERS ) RED
STE[ A [ B [ A [ 8 [cow 1 |WHITE (A)
TRUST FORCE
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2 | - |+ |+ ] - 3 |RED = & o
TEMPERATURE RISE MAX.80°C : —— 4 TYELLOW 2 & ¥
INSULATION RESISTANCE ~ 100M ohm P — 5 [BLACK =5
DIELECTRIC STREGTH ___ 500VAC FOR ONE MINUTE il 6 [BROWN e
AMBIENT TEMPERATURE ~ 0°'C ~ 50°C
NANOTEC: e M2l | Linear Actuator LSP25
[SP2575M0506-M2X0.4 [ 92 DR 75062005 DGO
REV | DESCRIPTION DATE APVD moe 30 | SIGNATURE DATE | LSP2575M0506—-M2X0.4




