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SPECIFICATION |
RATED VOLTAGE (W)DC 12 | omax -
AMPS/PHASE 0.22
RESISTANCE /PHASE Rm (Ohms)@25C | 60+10%
INDUCTANCE/PHASE.mH @ 1KHz 15£20%
STEP ANGLE (DEG) 75
STEP ACCURACY (NON—ACCUN) 18%
HOLDING TORQUE (g—cm) 520 *s_m_zo DIAGRAM
ROTOR INERTIA (g—cr) 75 ) WHT
WEIGHT on 94 FULL STEP 2 _u_|_>m_ml_mx.
MAXIMUM_STARTING PULSE_RATE/pps smﬂw_ ﬁwo_zw ,\_ow_zjzm mzow,%xv w_zg NO. ,ﬁw_m%m (COM) BLK
TRUST FORCE R 1 ) RED
M - + + - u _NMU
TEMPERATURE RISE MAX.80°C 4+ YELLOW = m o
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INSULATION RESISTANCE ~ 100M ohm T — o o | BLACK = = —
DIELECTRIC STREGTH ___ 500VAC FOR ONE MINUTE i 6 | BROWN =3 =
AVBIENT TEMPERATURE  OC ~ 50°C =
NANOTEC: il VI | Linear Actuator LSP35
[SP3518M0206-M3X0.5  |™ 92 [5g 022006 | V10
REV | DESCRIPTION DATE | APVD e s | SONATURE | OME |LSP3575M0206—M3X0.5




