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Rear view

@=8.9mm; L=2m; 12x2x0.14mm?

(fixed installation)

Min. bending radius R=53.4

Power supply cable *

Top view A

2=6.8; L=2m; 3x1mm?

(fixed installation)

Min. bending radius R=40.8
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OVERTEMPERATURE PROTECTION (ELECTRONICS): 80°C AXIAL—FORCE Fa (N) Fa=65 F————
AMBIENT TEMPERATURE 10"~ 50°C [14'F ~ 122°F] DISTANCE @ (mm 5 [10 |15 ]20 T & ALL GND AND COM SHOULD
INSULATION RESISTANCE 100 MOhm (UNDER NORMAL TEMPERATURE AND HUMIDITY) RADIAL-FORCE Fr (N)[ 535(355| 256 200]| ~ FUNKTON | no./cotour BE CONNECTED
INSULATION (MOTOR) CLASS B 130" [266°F] AXAL | RADIAL +UB i * OPTIONALLY WITH POWER
DIELECTRIC STRENGTH 500VAC FOR 1 MIN. (BETWEEN THE MOTOR COLS AND THE MOTOR CASE) SHAFT PLAY (mm) | 0075 | 0.025 oND 2 CHAN CABLE/UL LOENSED.
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