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Connector Type: JST XHP-4
Contact: SXH-001T-P0.6

CONNECTION BIPOLAR o O CONECTON o
SPECIFICATION (EXTERN)
AMPS /PHASE 12 Please regard the PN NG BPOUR | LS VNG
RESISTANCE/PHASE _ (Ohms)@25°C 19110% application noten at 1 A — |BK A j
INDUCTANCE/PHASE (mH) @1KHz 2.1£20% WWW.nanotec.com 2 A— [N A\
SPINDLE PITCH (mm) [in] 5 for further informations. 3 B — | RED B
THRUST (N) (Ib) 8 A 4 B\ — | BW B\ j
RESOLUTION (mm,/STEP) 0.025 Shaft play is adjustable at WRING DIACRAM
MAX. SPEED (mm/sec.) at 48V 250 /A the motor.
MAX. SPEED WITH MAX. TRUST (mm/sec.) 14 A FULL STEP 2 PHASE-Ex., (A)BLK
WEIGHT (Kq) [Ib] 0.15[0.331] WHEN FACING MOUNTING END (X) Q
TEMPERATURE RISE: MAX.80°C (MOTOR STANDSTILL; FOR 2 PHASE ENERGIZED) STEP[ A | B | A\ | B\ | [ccW
AMBIENT TEMPERATURE —10'~ 50°C [14F ~ 122F] T+ |+ -] - (A\JGRN
INSULATION RESISTANCE 100 MOhm (UNDER NORMAL TEMPERATURE AND HUMIDITY) 2 - [+ [+ ] - ‘
INSULATION CLASS B 130° [266F] 3 - |- [+ ]+ g2 32
DIELECTRIC STRENGTH 500VAC FOR 1 MIN. (BETWEEN THE MOTOR COLLS AND THE MOTOR CASE) F 1+ | - -]+ |cw s 3z
AMBIENT HUMIDITY MAX. 85% (NO CONDENSATION)
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