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CONNECTION BIPOLAR
SPECIFICATION SERIES PERMISSIBLE RADIAL-+AXIAL FORCE
VOLTAGE (VDC) 30 ROTOR SPRING- SPRING VOTOR
MOUNTED IN WASHER CONNECTOR
AMPS,/PHASE . 1.2 AL DIRECTION NN, WINDING
RESISTANCE/PHASE  (Ohms)@25'C 2.5£10% —_— BEARING 2 A
INDUCTANCE /PHASE (mH) @1KHz 29£20% Fr 2 j
HOLDING TORQUE (Nm) [Ib=in] 0.18 [1.503] Fa ! 4 B
_ - [ [ 6(GND
DETENT TORQUE (Nm) [Ib=in] TBD == o ——] | e j
. |
STEP ANGLE () 18 L -PIN 1 AND PIN 6 CONNECT WITH HOUSING OF MOTOR
ACCURACY (NON—-ACCUM) 5% .
ROTOR INERTIA (Kg—m?) [Ib—in’] 2x10°° [0.0068 ] a
TEMPERATURE RISE: MAX.80°C (MOTOR STANDSTILL; FOR 2 PHASE ENERGIZED)  |AXAL=FORCE Fa (N) | Foz7 i Ria MOLJ\NT'NBG\ a0 () !
AMBIENT TEMPERATURE —10'~ 50°C [14F ~ 122F] DISTANCE o (mm) | 5 | 10 | 15 | 20 TN R e e } Q
INSULATION RESISTANCE 100 MOhm (UNDER NORMAL TEMPERATURE AND HUMIDITY) | RADIAL—FORCE Fr (N)| 58 | 36 | 26 | 20 2 [ - [+ [+~ N
INSULATION CLASS B 130° [266'F] AXIAL | RADIAL R I IR Py
DIELECTRIC STRENGTH 500VAC FOR 1 MIN. (BETWEEN THE MOTOR COLLS AND THE MOTOR CASE) | SHAFT PLAY (mm) | 0.08 | 0.02 A
AMBIENT HUMIDITY MAX. 85% (NO CONDENSATION) AT LOAD MAX: (N) | 45 45
®
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